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ECOSTUCCO SPRAY 

 

 
Borma Wachs ECOSTUCCO SPRAY is a combination of traditional chalk with an acrylic 
polymer, added with a white pigment and additives that ensure flexibility, excellent sandability 
and long shelf life. 
It can be used for sizing, priming a canvas for painting, or creating a basecoat for the correct 
application of the gold leaf. ECOSTUCCO SPRAY can be coloured, by adding the correct 
quantities of HOLZFARBE stain concentrate, or WATERBORNE LEAD-FREE PIGMENTS of 
the COW series. This product has good sandability and spreadability, that allow to obtain a 
more uniform surface, but keeping the same excellent coverage.  

Form: thick liquid 
Colour: white 
Odour: odourless 
Application: by brush or spray 
Solubility: soluble in water 
Dilution: 15 – 20 % Water 
  

 
Apply it on a clean and degreased surface, possibly lightly sanded (grit 220).  
Dilute the ECOSTUCCO SPRAY with 10 % water (up to 20% water if needed), then spray it on 
the surface.  
Wait 4 – 5h for the layer to dry, depending on room temperature and air exchange. Once dried, 
proceed with sanding (grit 220 – 300) to help the following coatings. Apply at least two or three 
coatings. 
The surface is then suitable to be over treated with oil or laquers. 
It is possible to colour the ECOSTUCCO SPRAY with BORMA WATERBORNE PIGMENTS or 
with HOLZFARBE.  

 
The product comes in 5 Kg plastic cans. 
 

 
The product must be conserved away from heat sources, preferably in storerooms at room  
temperature. 
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:
Our data sheets are prepared on the basis of average performance of our tests. However, our 
technical advices are given in good faith but without any warranty. In fact different supports, 
conditions of application, industrial plants, dilutions are determinant for the final result, and are 
often beyond our control. The user must try the product to see if it is suitable for his needs. We 
will ensure the continuity of the chemical-physical characteristics. 
 

 


